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Confidea® - Feature overview

Multi-Band
Robust and Reliable radio transmission link
Transmission error correction mechanisms

Up to 16 translation channels

Up to 8 open microphones
No central unit required for basic discussion systems.
Web server for easy control and configuration

Wide range of models to suit every application



Multi-Band T Traditional System

Traditional
System

WiFi 2.4 GHz

¥

Bandwidth occupied by one
system

‘Available radio bandwidth

Maximum 3 systems can work independently in the
same environment IF no other equipment is active

(Wireless routers, bluetooth, etc...)

To include wireless conference system on a location
with active wireless LAN, careful frequency planning

IS required.

Interferences of Wireless LAN, bluetooth etc can
cause unreliable communication link for the

conference system.



Multi-Band i Televic Confidea®

Up to 25* systems can work independently in the same

environment IF no other equipment is active (Wireless
: routers, bluetooth, etc...)
Televic

Confidea®

In automatic mode Confidea® constantly scans for
frequencies with ideal conditions for reliable communication
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Confideai General features

Screw-lock connector
for removable,
anti GSM microphone.

Integrated
loudspeaker.

Headphone * .
volume
adjustment Two headphone

connectors

Microphone activation button



Confidea® Product range overview

|
Discussion only Confidea DD Confidea D2D Confidea CD
Discussion & Voting Confidea DV Confidea CV

Discussion &

. Confidea DI Confidea D2l Confidea CI
Language Distribution

Disussion, Voting &

Language Distribution Confidea DIV Confidea CIV



Confidea DD - Delegate unit

Discussion only T Individual use

Wireless delegate unit for basic discussion applications

One headphone volume adjustment



Confidea D2D 1 Delegate Unit

Discussion only i Twin use

Wireless delegate unit for basic discussion applications

Two independent headphone volume adjustments



Confidea CD 1 Chairman Unit

Discussion only - individual use

Wireless chairman unit for basic discussion applications
One headphone volume adjustment
Priority and next-in-line buttons

System volume adjustment button



Confidea DV 1 Delegate Unit

Discussion and voting
Individual use

Wireless delegate unit for discussion and voting applications

Three voting buttons (+,0, -)

OLED display with:
Headphone volume indication

Voting information (Stand-Alone mode)



Confidea CV 1 Chairman Unit

Discussion and voting
Individual use

Three voting buttons (+,0, -)
Priority and next-in-line buttons
Voting Start and Stop buttons
OLED display with:

Headphone volume indication

Voting information (Stand-Alone mode)
OLED display with:

Start/Stop voting indication (Stand-Alone mode)



Confidea DI T Delegate Unit

Discussion and Interpretation
Individual use

Wireless delegate unit for discussion and
simultaneous translation applications

One headphone volume adjustment.

One channel selector
OLED display with:
Headphone volume indication

Channel information



Confidea D2I T Delegate Unit

Discussion and Interpretation
Twin use

Wireless delegate unit for discussion and
simultaneous translation applications

One headphone volume adjustment.

One channel selector
Two OLED displays with:
Headphone volume indication

Channel information



Confidea CIT Chairman Unit

Discussion and Interpretation
Individual use

Wireless delegate unit for discussion and
simultaneous translation applications

Priority and next-in-line buttons

One channel selector
One OLED display with:
Headphone volume indication

Channel information



Confidea DIV T Delegate Unit

Discussion, Voting and Interpretation
Individual use

Wireless delegate unit for discussion and
simultaneous translation applications

Five voting buttons (++,+,0, -, --)

One channel selector
One OLED display with:
Headphone volume indication

Channel information



